PART OF THE SOUTH 1/2 OF SEC. 29, TWP. 38 N.,

Proposed ¢ Pavement Proposed § Pavement

R. 9 E. OF THE 3RD. P.M., IN DuPAGE COUNTY, ILLINOIS.

Proposed ¢ Pavement

Proposed ¢ Pavement

U.S. Route 34 U.S. Route 34 U.S. Route 34 U.S. Route 34
Curve #1 Curve #2 Curve #3 Curve #4
P.lL = Sta. 111+45.41 P.l. = Sta. 114+48.53 P.L Sta. 135+401.65 P.lL Sta. 13?+O4.77
A = 1°39'15" A = 1°39'15" AN 1°39'15” A 1°39°15
R = 10500.00 R = 10500.00’ R = 10500.00° R 10500.00
T = 151.57 T = 151.57° T = 151.57 T = 151.57:
L = 303.12° L = 303.12" L = 303.12 L = 303.‘12
E = 1.09’ E = 1.09’ E = 1.09’ E = 1.09
P.C. = Sta. 109+93.84 P.R.C. Sta. 112+96.96 P.C. = Sta. 133+50.08 P.R.C. = Sta. 136+53.20
P.R.C. = Sta. 112+96.96 P.T. = Sta. 116+00.08 P.R.C. = Sta. 136+53.20 P.T. = Sta. 139+56.32
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Proposed P.T. #4
U.S. Route 34

Sta. 139+56.32

N.1,850,156.289—-E.1,012,886.559

Rod with Corresponding
Tie Point Cap (Set)

Existing P.O.T.
Frontenac Street

Sta. 50+00.00
N.1,849,650.296-E.1,012,390.914
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Proposed ¢ U.S. Route 34
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Rod with Corresponding
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Existing P.l.
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Sta. 1474+13.06 ¢ U.S. Route 34
Sta. 52+90.74 ¢ Frontenac Street
N.1,849,941.021—E.1,012,387.945

Sta. 134+16.72 ¢ U.S. Route 34
Sta. 53+00.00 ¢ Frontenac Street
N.1,849,950.281-1,012,387.851

REVISION DATE

Sta. 53+86.94
N.1,850,032.045-E.1,012,358.300

REVISION
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Proposed P.R.C.
U.S. Route 34
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Proposed P.l. #4
U.S. Route 34

Sta. 138+04.77
N.1,850,096.212—-E.1,012,747.404

5/8”" Iron Rod
with Plastic T3
Cap (Set)

"MAG” Nail (Set)
in Bituminus Drive
Brick Corner at 2’ above
ground of 2 Story Frame
& Brick Townhome

Existing P.O.T.
Frontenac Street

(Not to Scale)
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QUARTER

(3lidV) SECTION 16 15 SECTION

\(§[15// CORNER CORNER
— — ——— SECTION LINE

QUARTER SECTION LINE

QUARTER, QUARTER SECTION LINE

PLATTED LOT LINE

PROPERTY (DEED) LINE
—APL____ APPARENT PROPERTY LINE
_—— CENTER LINE
_— EXISTING RIGHT OF WAY LINE
—— e PROPOSED RIGHT OF WAY LINE
—_——— PROPOSED EASEMENT
120.32' MEASURED DIMENSION
129.32'(Comp.) COMPUTED DIMENSION
( ) RECORD DATA
4 Y EXISTING BUILDING 2 e 240
SCALE: 1"=100"
Bearings and Coordinates are referenced to the lllinois
Coordinate System NAD 83(2007) East Zone.
@] IRON PIPE OR ROD FOUND ® "MAG” NAIL SET
CUT CROSS FOUND OR SET ® 5/8" REBAR SET
T THESE STAKES REFERENCE FOUND OR SET MONUMENTATION. SET 5/8 INCH
T2 IRON ROD FLUSH WITH GROUND TO TIE FOUND IRON STAKE. IDENTIFIED BY
T3 COLORED PLASTIC CAP BEARING SURVEYORS REGISTRATION NUMBER.
® BT1 THESE STAKES, IN CULTIVATED AREAS, REFERENCE FOUND OR SET MONU—
BT2  MENTATION. BURIED 5/8 INCH IRON ROD 20 INCHES BELOW GROUND TO TIE
BT3  FOUND IRON STAKE. IDENTIFIED BY COLORED PLASTIC CAP BEARING SUR-
VEYORS REGISTRATION NUMBER.
n STAKING OF PROPOSED RIGHT OF WAY. SET DIVISION OF HIGHWAYS SURVEY
MARKER TO MONUMENT THE POSITION SHOWN. IDENTIFIED BY INSCRIPTION
DATA AND SURVEYORS REGISTRATION NUMBER.
M STAKING OF PROPOSED RIGHT OF WAY IN CULTIVATED AREAS. BURIED 5/8

T3 e

m]

INCH METAL ROD 20 INCHES BELOW GROUND TO MARK FUTURE SURVEY
MARKER POSITION IDENTIFIED BY COLORED PLASTIC CAP BEARING
SURVEYORS REGISTRATION NUMBER.

PERMANENT SURVEY MARKER, 1.D.0.T STD 2135 (TO BE SET BY OTHERS)

RIGHT OF WAY STAKING PROPOSED TO BE SET.

STATE OF ILLINOIS )

COUNTY OF LAKE

THIS IS TO CERTIFY THAT WE, JORGENSEN & ASSOCIATES, INC., AN ILLINOIS
PROFESSIONAL DESIGN FIRM LAND SURVEYING CORPORATION, NUMBER 184-2771,

HAVE SURVEYED THE PLAT OF HIGHWAYS SHOWN HEREON IN SECTION 29, TOWNSHIP
38N., RANGE 9E., OF THE THIRD PRINCIPAL MERIDIAN, DuPAGE COUNTY, THAT THE
SURVEY IS TRUE AND COMPLETE AS SHOWN TO THE BEST OF MY KNOWLEDGE AND
BELIEF, THAT THE PLAT CORRECTLY REPRESENTS SAID SURVEY, THAT ALL MONUMENTS
FOUND AND ESTABLISHED ARE OF PERMANENT QUALITY AND OCCUPY THE POSITIONS
SHOWN THEREON AND THAT THE MONUMENTS ARE SUFFICIENT TO ENABLE THE SURVEY
TO BE RETRACED. MADE FOR THE DEPARTMENT OF TRANSPORTATION, STATE OF ILLINOIS.

DATED AT LAKE VILLA, ILLINOIS THIS 23—'ﬁd—DAY OF&G.-A»Ae/ 20/Z AD.

.
ILLINOIS PROFESSIO D SURVEYOR NO. 35-2797
 |ICENSE EXPIRATION/DATE! NOVEMBER 30, 2012

£ THIS PROFESSIONAL SERVICE CONFORMS TO THE CURRENT

)

5 ILLINOIS MINIMUM STANDARDS FOR A BOUNDARY SURVEY.
J Note: Surface Coordinates are Shown.

Sta. 55+50.00
N.1,850,185.741-E.1,012,303.845

JORGENSEN & ASSOCIATES, INC.
120 PARK AVENUE
LAKE VILLA, ILLINOIS 60046 SHEET 1 IS A COVER
(847) 356-3371 SHEET AND IS NOT RECORDED.
PLAT OF HIGHWAYS
0 STATE OF ILLINOIS
3 DEPARTMENT OF TRANSPORTATION
2 FAP. 311 (U.S. ROUTE 34)
ke SECTION 652—A DuPAGE COUNTY
< PROJECT JOB NO. R-91-014—11
STATION 50+00.00 TO STATION 55+50.00
STATION 100+00.00 TO STATION 139+60.00
. STATION 1440+00.00 TO STATION 1479+59.83
’ SCALE: 1"=100' SHEET 17 OF 18
BUREAU OF LAND ACQUISITION  skeer
201 WEST CENTER COURT 13
MADE BY SCHAUMBURG, ILLINOIS 60196 383

ROUTE F.A.P. 311 (U.S. ROUTE 34)

SECTION 652-A

COUNTY DuPAGE

JOB NO. R-91-014-11

RECORDING: RECORDED ON

AS DOCUMENT NO.




